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ABSTRACT

This report constitutes a user manual for Microsoft Excel-based software developed at the
National Physical Laboratory for determining the best-fit low degree (1, 2, 3 or 4) poly-
nomial calibration function to a set of data comprising measured values of stimulus and
response variables and uncertainties associated with the values. Additionally, given mea-
sured values of the response variable and their associated uncertainties, the software can
be used to obtain estimates of the corresponding values of the stimulus variable and their
associated uncertainties.
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1 Introduction

Calibration is an important aspect of many measurement procedures and often involves
determining a calibration function that best describes the relationship between measured
quantities. In many cases, the calibration function describes a response or dependent vari-
able (often denoted by Y') as a function of a stimulus or independent variable (X) and the
calibration process involves obtaining estimates of the parameters of the calibration func-
tion. A simple, but commonly encountered, form of calibration function is one in which the
response variable is modelled as a polynomial function of the stimulus variable. In general,
measurements are subject to measurement uncertainty, which means that the estimates of
the calibration function parameters will have associated uncertainties (and covariances).

A common use of a calibration function is to determine an estimate of the stimulus variable
corresponding to a measured value of the response variable. This process is termed “inverse
evaluation” or “prediction”. Again, the measurement of the response variable will be subject
to measurement uncertainty, and this uncertainty, along with the uncertainties associated
with the estimates of the calibration function parameters, should be propagated through the
calibration function model to provide an uncertainty associated with the estimate of the
stimulus variable.

This report constitutes a user manual for Microsoft Excel-based software developed at the
National Physical Laboratory for determining the best-fit low degree (1, 2, 3 or 4) poly-
nomial calibration function to a set of data comprising measured values of stimulus and
response variables and uncertainties associated with the values. Additionally, given mea-
sured values of the response variable and their associated uncertainties, the software can
be used to obtain estimates of the corresponding values of the stimulus variable and their
associated uncertainties.

The report is organised as follows. Section [2]introduces the basic mathematical terms and
notation used to describe polynomial calibration functions and identifies the particular prob-
lems that may be solved by the softwareE] Section |3| gives information on installing and
uninstalling the software. Section [4| describes how to use the software, detailing how the
user provides and processes measurement data, lists the error messages that might appear,
and discusses setting non-default values for some fitting parameters for cases involving
“difficult” measurement data.

'Tt is not the intention of this report to describe in full detail the mathematical approach to solving the
problems treated by the software. Such information may be obtained from other sources referenced in this
report.
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2 Mathematical background

2.1 Polynomial calibration functions

For reasons of numerical stability, polynomials are not expressed in terms of monomials
(i.e., powers of the variable X)) but are expressed in terms of a Chebyshev basis in a nor-
malised variable X in the interval [—1, 1], viz., a polynomial of order n (degree n — 1) in
X in the interval [Zpin, Tmax] 1S Written as

n

P(A,X) =) AT(X),

Jj=1

where

A:(Ala'-~aAn)T, )ZV: (X_xmin)_(xmaX_X)’

Tmax — Lmin

and Tj(X) is the jth order Chebyshev polynomial of the first kind [II} 4].
A polynomial calibration function can therefore be expressed as
Y = p(Av X)a

where Y represents the response variable, X the stimulus variable and A the (vector of)
calibration function parameters.

2.2 Determining estimates of calibration function parameters

Let (z;,yi), @ = 1,...,m, denote a set of m pairs of measured values of, respectively, stim-
ulus and response variables X and Y. Associated with these measured values are standard
uncertainties u(x;) and u(y;), i =1,...,m.

The software classifies the calibration problem as belonging to one of two categories de-
pending on the uncertainty information to hand:

1. If there are non-zero uncertainties u(y;) associated with the measured values y; and
the uncertainties associated with the measured values x; are zero or may be consid-
ered to be negligible, then the problem is referred to as one of “ordinary least squares”
(abbreviated to OLS)

Mathematically, the problem is to determine estimates a of the calibration function
parameters A that minimise the sum of squares of weighted residuals

= T Aa % 2
FOLS:Z{yp(x)} ; (D

i—1 u(yi)

2The term “weighted least squares™ is also often applied to this case.
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and the covariance matrix V, associated with a.

If there are non-zero uncertainties u(x;) and u(y;) associated with, respectively, the
measured values x; and y;, then the problem is referred to as one of “generalised least
squares” (GLS)E]

Mathematically, the problem is to determine estimates a of the calibration function
parameters A and Z; of the stimulus variables X;, ¢ = 1,...,m, that minimise the
sum of squares of weighted residuals

& i —p(A, X)) ° i—Xi°
Fors=Y {yp()} +{"”} : @)

i1 u(yz) u(ﬂjz)

and the covariance matrix Vg associated with a.

Inverse evaluation

Given a measured value y of the response variable, its associated standard uncertainty u(y),
calibration function parameter estimates a and associated covariance matrix Vj, the prob-
lem is to determine the value x of the response variable such that

y = p(a,x),

and its associated standard uncertainty u(z).

3The term “generalised least squares” is usually applied to cases where there are uncertainties and co-
variances associated with both the measured z- and y-values. The case treated by the software, where all
covariances are zero, is more usually referred to as “generalised distance regression”.
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3 Installing and uninstalling the software

3.1 Software user licence agreement

The software is provided with a software user licence agreement (ref: MSC/L/10/003) and
the use of the software is subject to the terms laid out in that agreement. By installing the
software, the user accepts the terms of the agreement (see step 3 of the installation process

in[3.2).

3.2 Installing the software

Prior to installing the software, ensure that any instances of Microsoft Excel are closed.

To install the software, first extract the contents of the ZIP file to a local folder, then:

1. Double-click on setup.exe to commence the installation process.
2. Left-click on “Next”.

3. Read the licence agreement, left-click on the radio button corresponding to “I accept
the terms in the licence agreement” and left-click on “Next”.

4. Enter user name and organisation and left-click the appropriate radio button to specify
if the software is to be made available to all users of the PC or just to the currently
logged-on user. Left-click on “Next”.

5. Select the destination folder for the software files. (The default folder is
C:\Program Files\XLGENLINEv1_1 but another folder can be chosen by left-
clicking on “Change...” and navigating to that folder and left-clicking on “OK”.)
Left-click on “Next”.

6. Installation of the Fortran run-time libraries will commence. Left-click on “Next”.
Left-click on “Next”. (A message may be displayed indicating that the read only file
fqwin.hlp was found when copying files to the destination location. If this message
appears, left-click on “Yes” to overwrite the file.) Left-click on “Finish”.

7. Left-click on “Install”.

8. Left-click on “Finish” to complete the installation process.

Note that it is possible to go back and change options chosen in steps 4 and 5 by left-clicking
on “Back” and entering new choices.

The installation described above need only be carried out once, before first using the soft-
ware. The name of the destination folder selected in step 5 above is added to the PATH
environment variable during the installation process.
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The following software files are placed in the destination folder during the installation pro-
cess:

Microsoft Excel workbook XLGENLINEv1_1.xls;

Fortran library file XLGENLINEv1.dll;

ms11.pdf (a copy of this document);

Licence file NPL_XLGENLINEv1_1_ MSC_L_10_003.pdf.

The worksheet “Test Sheet” within the workbook XLGENLINEv1 _1.xls contains example
data and can be considered to be a template worksheet. The user may rename this worksheet,
make and use a copy (or copies) of the worksheet within the same workbook, and make and
use a copy (or copies) of the workbook.

Provided that the name of the destination folder for the software files is not removed from
the PATH environment variable and that the file XLGENLINEv1.dll is not removed from
this folder, the user will be able to use the workbook XLGENLINEv1 _1.xls, or any copies
thereof, placed in this or any other folder.

3.3 Uninstalling the software

To uninstall the software:

1. Double-click on setup.exe.
2. Left-click on “Next”.
3. Left-click on the radio button corresponding to “Remove” and left-click on “Next”.
4. Left-click on “Remove”.
5. Left-click on “Finish” to exit the wizard.
The uninstallation process deletes the folder where the software files were placed (chosen

in step 5 of the installation process) and removes the name of this folder from the PATH
environment variable.

The software may also be uninstalled via the Control Panel in Microsoft Windows (e.g.,
in Windows XP, select “Add or Remove Programs” in the Control Panel, left-click on XL-
GENLINE then left-click on “Remove” to begin uninstallation).

Page 5 of 22



NPL Report

MS 11

4 Using the software

Upon opening the workbook XLGENLINEvV1_1.xls (e.g., by double-clicking on it), a mes-
sage may be displayed indicating that it contains macros and asking if the user wishes to
disable or enable macros. The “Enable” option should be chosen. The template worksheet
“Test Sheet” should then appear as in figure[I}

EZ Microsoft Excel - XLGENLINEv1_L.xls

|68] e Edi View Insert Format Tooks Data Window Help AMC Statistics

e 8RRy s ard o - [@= sl i |@dre -0
A0 =
| B I c I [} I E IGE] H I [ ] [ K [ ] [ [} I = [ a IGE] T [ ] I v [ Vo
| 1 HLGENLINE YERSION 11 POLYNOMIAL FITTING SOFTWARE NOYEMBER 2010
2 | Full details of how to run the software can be found in the accompanying software documentation.
1 Enter measurement data consisting of r-values, associated ufz)-values {GLS fit only), y-values and associated ufg)-values.
3| 2.Enter data for i af y-values and associated ulg)-values.
3. Select polgnomial m the dropdown menus.
4 | & Press the EYALUATE butcon.
Please refer to software documentation.
[ 5]
MEASUREMENT DATA DATA FOR INVERSE E¥AIUATION DEGHEE AND TYPE OF FIT PBOCESS
(L
7 zvalues Uncertainties  yvalues Uncertainties yvalues 5 degree:
0 associated associsted associsted
8 vith s-values vith y-values with y-values Type of fit oLs ACGESS ADVANCED GLS PARAMETERS |
10| 202MIO7HM 176406250 BEAS24CBID  ZIENSENS s s
| | s rian|— rorssmme] sesm| o ermens T — e |
| oS LSGOSTST  RNE2OTSS2 0N
15| -Moewnel 08202076 0SAEOTEZ  LOBSTBSZN
W OATOOSGID  OAJ5ISERNS  LAGTEOIM|  0.0SIZBMGI
15| A360Sen  00ESS2GID 13496020 0.09SG4S408 CLEARDATA AND RESULTS |
16| E0N0NNE  Of7IeNEEe 0557380723 DZMSS
| 7aT0sT20 052663629 0633060 028440
# Z0BGMOSD 0127087415 -0ATESA30IS 1305195 SIS AR |
19| 208MET0)  0JGS04B406 2276809458 07WI2eSe
o E¥ALUATE |
2 BESUTS
2
21 POLYNOMIAL FIT: OLS. DEGREE 1 IN¥ERSE EVALUATION
25 29 21410751 svalues Uncertainties  g-values Uncercaintie
| m. 20808854 associsted associated
27 with z-values with y-values
28| Rootmean square residual errar: 1257209554 SIBEZTEZS 278929 0501 7
28| Mazimum absolute weighted residual 22201751 AESNTEI  L0GATETET 0201 o877
£
at
32| Gradient m: 0300362088
33| Uncertainty assoe 0g0sB4a7Es
34| Intercept ith y- 13803383
35| Unoertainty ass: o703
Covarianee assaci o000
Intercept with a-asis 10: 4513085620 §
38| Uncertainty associated with 20 0257040908
a8 -
14 [« [» [#If', Test ShestInt £ Test ShestFig ) Test Sheet [« [ |
Ready i [ oM 4

Figure 1: XLGENLINE template worksheet.
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Figure 2] shows a close-up of the five buttons that may be pressed.

E3 Microsoft Excel - ELGEMLINEv1 1 - |I:I|£|
File Edit Wiew Insert Format Tools Data Sdindow
Help _I_l- = El
Dzl ama - =s B 2
Ad0 [ = |
L T | u [ v [ W
PROCESS

(== - r ]

ACCESS ADY¥ANCED GLS PARAMETERS

9
1]
1
12
12
14
15
16
17
12
13
20
21

HIDE ADYANCED GLS PARAMETERS

CLEAR DATA AND RESULTS

CLEAR RESULTS DMLY

E¥YALUATE

22 -
|4 [4[p w1 Test Sheet Int 4 Test |4 _|L|JJ
| T NuMT

Figure 2: XLGENLINE processing buttons.

Any results on the current worksheet may be cleared by left-clicking on the “CLEAR RE-
SULTS ONLY” button.

Results, measurement data and fitting options on the current worksheet may be cleared by
left-clicking on the “CLEAR DATA AND RESULTS” button.

Left-clicking on both the “CLEAR RESULTS ONLY” and “CLEAR DATA AND RE-
SULTS” buttons also has the effect of deleting the two additional worksheets that are present
if the data has previously been processed (see [4.2)).
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4.1 Entering data and selecting fitting options
4.1.1 Measurement data

For ordinary least squares (OLS) fitting, measurement data consisting of x-values, y-values
and standard uncertainties associated with the y-values should be entered into columns B,
D and E, respectively, starting at row 10. Column C may be (but does not have to be) left
empty.

For generalised least squares (GLS) fitting, measurement data consisting of x-values, stan-
dard uncertainties associated with the x-values, y-values and standard uncertainties associ-
ated with the y-values should be entered into columns B, C, D and E, respectively, starting
at row 10.

Figure 3| shows ten measurement data points for GLS ﬁttingEI

EA4 Microsoft Excel - XLGENLINE¥1 1

DEeE S Rl - |=A|0
Ad0 =] =|
E B I c I o I E
MEASUREMENT DATA

B

T z-values  Uncertainties y-values Uncertainties

& associated associated

] with z-values with y-values

10 -23.214107514 1. FE4082504 E.E46246519 2153185818

1 -23 543633840 1137538912 f.EGREDE414 0136395883

12 -12.058785032 1153405747 2522137892 0112931314

13 -11.52 7394561 0862302076 092450732 1OEETES2N

14 -9.470096034 0436366213 1467693614 0053251461

15 -2.999602598 0.01EEG2E810 1216496320 0.095643405

16 5031010064 O.E3TIB0EES  -05GTIBIT2I 0832349464

17 -T.3AT0eET2e 0326183629 0.E23230560 0234410216

18 2069314090 0127087415 0476943018 1336181858

13 2.080485400 0IEG043406 -2 2TEEEI454 0.714324552

20 -
[ [4[p M Test Sheetint £ Test:|4| LlJJ

| [ | UM | [

Figure 3: Example measurement data.

To reduce the risk of the software failing or returning unreliable results (particularly in

“While the number of measurement data points that may be processed by the software is limited by the
maximum number of rows that may be used in a worksheet in a Microsoft Excel workbook, in practice a lower
limit may be imposed by the amount of memory available on the user’s PC.
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the case of GLS fitting), it is recommended that the measurement data be scaled so that
the magnitudes of the x- and y-values lie approximately within the interval [1072,102].
Subsequent results returned by the software therefore need to be rescaled. See also[#.4.2]

4.1.2 Data for inverse evaluation

Data consisting of y-values and standard uncertainties associated with the y-values should
be entered into columns I and J, starting at row 10. If no inverse evaluation is to be carried
outEI these columns should be left blank.

Figure ] shows two data points for inverse evaluation.

Fd Microsoft Excel - XLGENLINEw1 1.xl =10 x|
File Edit Wiew Insert Format Tools Data Window Help
=12 x|

»

-

z A2

Dedsa @ -
AD ] =

& H I I I J I K
DATA FOR INYERSE EYALUATION

B

T y-values  Uncertainties

& associated

] with y-values

10 0501 0.837

1 -0.201 0577

2
|4 [ 4]p w1 TestSheetInt £ Test<|+
I I [ (W

sl
[ 4

Figure 4: Example data for inverse evaluation.

SFor example, the user may be interested only in the parameters of a straight-line calibration function and
have no requirement to implement inverse evaluation.
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4.1.3 Selecting polynomial degree and type of fit

To select the polynomial degree, first left-click on cell Q7 then left-click on the arrow that
appears to the right of the cell. A dropdown menu appears from which the polynomial
degree d (1, 2, 3 or 4) can be chosen by left-clicking on the appropriate number.

To select the fitting type, first left-click on cell Q9 then left-click on the arrow that appears
to the right of the cell. A dropdown menu appears from which the fitting type can be chosen
by left-clicking on “OLS” (for ordinary least squares fitting) or “GLS” (for generalised
least-squares fitting).

Figure [5|shows a close-up of the degree and type of fit choices.

Ed Microsoft Excel - XLGENLINE¥1 1.% -0 =|
File Edit Wiew Insert Format Tools Data  Window
Help =181 x|

DR g8 -
Ad40 [

=]
w1 © 1 F T 3@

DEGHREE AND TYFE OF FIT

Folgnomial degree:

[ R ]

Type of fit:

10
|44 [p M TestshestInt £ Test<|+

| | | LI | [ 2

Figure 5: Example fitting parameters.

For GLS fitting, the user may also access additional advanced parameters and enter values
for those parameters (see [4.4).
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4.2 Evaluating

Having entered measurement data, (optionally) data for inverse evaluation and chosen the
polynomial degree and type of fit, fitting (and, if required, inverse evaluation) is carried out
by left-clicking on the “EVALUATE” button.

If the fitting is carried out successfully, then the following information will be displayed
(see figure [0)):

e The values taken by i and xmax (seed.4.1).

e The root-mean-square (weighted) residual error rg given by

Fors )
— = LS fi
m—(d+1) or OLS fitting,

2 __
7‘0 =

Faus .
— 72 A LS fitt
m—(d+1) or GLS fitting,

where d is the polynomial degree and Fprs and Fgrg are the sums of squares of
weighted residuals given in expressions (I) and (2), respectively, evaluated at the
estimates of the fitted parameters.

e The magnitude wyrax of the weighted residual that has greatest magnitude, i.e.,

max w for OLS fitting,
‘ w(y:)
WMAX =
max vi = p(A X) | |2 = Xi for GLS fitting,
i u(y:) u(z;)

where the weighted residuals (given in expressions (I) and (2) for OLS and GLS
fitting, respectively) are evaluated at the estimates of the fitted parameters.

o If the polynomial degree is 1, estimates of the gradient and intercept of the best-fit
straight line and their associated standard uncertainties and covariance, and the inter-
cept of the best-fit straight line with the xz-axis and its associated standard uncertainty.
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Ed Microsoft Excel - XLGENLINE¥1 _1.xls
J@ File Edit “iew Insert Format Tools Data ‘Window Help
= AE i Al 2
IDEEs gRY | sBBY ~ -« @ A8%H a0
R
E| B | [ [ D E [IGE] H 1 [ J K
21
22 BESULTS
23
24 POLYNOMIAL FIT: OLS, DEGREE 1 INYERSE EYALUATION
25 | | zmin: -29.21410751 z-values  Uncertainties y-values  Uncertainties
26 Imaxz: 20304854 associated associated
27 with z-values with y-values
28 Root mean square residual error: 1257209554 -E. 184627629 2789295134 050 0.837
23 | |Mazimum absolute weighted residual: 2220171551 3862107633 1936875747 -0.z2o 0.E77
30
k|
32 Gradient m: 0300962069
33 | Uncertainty associated with m: 0009345788
4 Intercept with y-azis c: 13603383
35 | Uncertainty associated with e 017 0EE36
36 Covariance associated with m and c: 0.001071891
37 | | Intercept with z-azis zi: -4 519965929
] Uncertainty associated with x0 0257040304
ei:
[4 [ 4w ([ TestsheetInt £ Test Sheet Fig ) Test Sheet / |4
Ready |1 I

Figure 6: Example results.

If inverse evaluation has been undertaken, the y-values and standard uncertainties associated
with the y-values entered by the user are displayed along with the corresponding estimates
of the z-values®|and standard uncertainties associated with the estimates!’]

SFor a given y-value, the number of corresponding z-value estimates may be between zero and the polyno-
mial degree inclusive.

"Uncertainty evaluation is undertaken according to the GUM [3].
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In addition, a figure is produced (see figure[7) on a new worksheet, plotting the measure-
ment data with “1 sigma error bars” (i.e., measured value plus and minus one standard un-
certainty), the fitted polynomial and (optionally) the inverse evaluation data with “1 sigma
error bars” (i.e., value plus and minus one standard uncertainty). The name of the worksheet
containing the figure is determined by the name of the worksheet containing the datzﬁ - if
the data worksheet is “Worksheet name”, the figure worksheet is “Worksheet_ name Fig”.
An additional worksheet named “Worksheet_name Int” is also generated and is used to store
data for the generation of the figure.

A Microsoft Excel - XLGENLINEv1_1.xls

& 1% -

XLGENLINE VERSION 1.1 ANALYSIS

—Fitted curve = Measurement data - Inverseeva\uatmm|

Test Sheet Fig /

] I 1 o

Figure 7: Example figure.

8The maximum number of characters in a worksheet name is 31. Since the names of the worksheets con-
taining the figure and the data for the generation of the figure will contain 4 characters more than that of the
main worksheet, the name of the main worksheet must consist of 27 or fewer characters.
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4.3 Messages

The following message boxes may appear after pressing the “Evaluate” button:

1. There is no measurement data in columns B to E.

ERROR IN MEASUREMENT DATIINF-|

Mo measurement data present

2. In the measurement data for OLS fitting, the numbers of z-values, y-values and stan-
dard uncertainties associated with the y-values are not all the same.

ERROR IN MEASUREMENT DATA |

Colurmns B, D and E must contain the same number of numerical elements

3. In the measurement data for GLS fitting, the numbers of z-values, standard uncer-
tainties associated with the x-values, y-values and standard uncertainties associated
with the y-values are not all the same.

ERROR IM MEASLIREMENT DATA ﬂ

Columns B, C, [ and E miust conkain the same number of numerical elements
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4. There are insufficient measurement data points to fit a polynomial of the chosen de-
gree.

ERROR IM MEASLIREMENT DATA ; 5'

The number of data poinks must be greater than or egqual to the polynomial degree + 1

5. At least one standard uncertainty is less than or equal to zero.

ERROR IN MEASUREMENT DATIINS-|

All uncertainkies must be positive

6. In the data for inverse evaluation, the numbers of y-values and standard uncertainties
associated with the y-values are not the same.

ERROR IM DATA FOR INYERSE E¥ALLATION 5'

Colurmns T and J must conkain the same number of numerical elements
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7. A non-numerical value for advanced GLS parameter x,i, has been entered.

ERROR IN ADYANCED GLS PARAMETERSEN'|

xmin musk be & number

8. A non-numerical value for advanced GLS parameter x,,, has been entered.

ERROR IN ADYANCED GLS PARAMETERSINP|

wmaz must be a number

9. Values of x,;, and x4« have been entered with T1nin > Tmax.

ERROR IN ADYANCED GLS PARAMETERSINP

wmin musk be less than xma
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10. A value of xnyi, has been entered that is greater than the smallest x-value.

ERROR IN AD¥ANCED GLS PARAMETER

wmin musk be less than or egual to the smallest x-value

11. A value of x,,x has been entered that is less than the largest x-value.

ERROR IN ADYANCED GLS PARAMETERS |

wmax musk be greaker than or equal to the largest x-value

12. A non-positive value of the tolerance p;, on parameter values has been entered.

ERROR IN ADYANCED GLS PARAMETERS = x|

The tolerance For parameter vahies must be a positive number
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13. A non-positive value of the tolerance pr on function values has been entered.

ERROR IN ADYANCED GLS PARAMETER 5'

The tolerance for function ¥alees must be a positive number

14. The software has encountered a problem when trying to solve the polynomial fitting
problem.

PROEBLEM EMCOUNTERED IN POLYMROMIAL FITTING

The user should be able to take steps to address messages 1 to 13.
Message 14 is more difficult to address. In the first instance, it is recommended that the user
check that:

e The measurement data has been entered correctly into the cells.

e The measurement data is appropriate for the choice of polynomial degree.

e The measurement data is not poorly scaled (see d.4.2).

In the case of GLS fitting, the user may change the values of one or more of the advanced
GLS parameters (see [4.4).
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4.4 Advanced GLS parameters

The user may access advanced parameters for polynomial fitting as follows:

e Press the “ACCESS ADVANCED GLS PARAMETERS” button to access the ad-
vanced parameters for GLS (see figure 8).

EA Microsoft Excel - XLGENMLINE¥1 1.

2 A B

D=l 8@ --
A~ =

M M I ] I P I
1
12 ADYANCED GLS PARAMETERS
13
4 Tmin:
15 IMaz:

15
17 Tolerances

12 FParameter values:
13 Function values:

20
|4 [4]p % TestSheetInt £ Test:|+
[ [ MU

Figure 8: Advanced GLS parameters.

e Enter values for xnyi, (cell Q14), xyax (cell Q15), the tolerance p, on parameter
values (cell Q18) and/or the tolerance p; on function values (cell Q19) - see 4.4.1]
and [4.4.2] for descriptions of these parameters. Leaving any cell (or indeed all four
cells) empty means that the default value(s) for the corresponding parameter is used.

e Press the “EVALUATE” button to process the data using the choices of advanced
GLS parameters.

The advanced parameters for GLS fitting may be cleared and hidden by pressing the “HIDE
ADVANCED GLS PARAMETERS” button.

44.1 2 and 2 ax

For OLS fitting, iy and max are set to be the minimum and maximum z-values, respec-
tively.
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For GLS fitting, given initial estimates a of the calibration function parameter values and
Zo,, @ = 1,...,m, of the z-values (abscissae), an iterative algorithm (the Gauss-Newton
algorithm [3])) is used to find updated estimates. It is possible for one or more of the up-
dated abscissae estimates to be assigned values that are less than the minimum z-value
and/or greater than the maximum x-value, and values of x,;, and z .« that allow for this
possibility should therefore be assigned.

In the XLGENLINE software, iy and zmax are assigned the default values

Tpin = min{z;} — 0.1 x [max{z;} — min{x;}],

Tmax = max{x;} + 0.1 X [max{z;} — min{x;}].

While for the majority of data sets, the default values of zpi, and xyax Will allow fitting
to be undertaken successfully, there may be some data sets for which the iterative process
generates abscissae estimates that lie outside the interval [z in, Zmax|. For such data sets, a
message box (see message number 14 in will be displayedﬂ

4.4.2 Tolerances on parameter and function values

As described in[4.4.T] for GLS fitting, estimates of the calibration function parameter values
and abscissae values are obtained using an iterative scheme. At each iteration, an update
step to the current set of estimates is calculated and tests are carried out on both the update
step and the differences in the values of the weighted residuals at the current and updated
set of estimates to determine if convergence has been achieved.

The tolerance p,, on the parameter values (update step) has a default value of
pp = 1078 x max{1, max{|y;|}}.
If the range of y-values is much smaller than unity, a smaller tolerance than 10~% may be
appropriate. If the data is very noisy, then a larger tolerance may be appropriate.
The tolerance pr on function values (weighted residuals) has a default value of
pr = 1075,

If the uncertainties associated with the z- and y-values entered in the spreadsheet are a
reasonable reflection of the true uncertainties associated with the x- and y-values, then the
function values should lie within an interval comparable with [—1, 1].

If the uncertainties associated with the x- and y-values are overestimated, then a smaller
tolerance may be appropriate. Conversely, if they are underestimated, a larger tolerance
may be appropriate.

Note that problems with the value(s) of Zmin and/or Tmax are not the only reasons this message box may
appear.
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The default values of the tolerances are set so that the solution determined by the solver is
expected to differ from the true mathematical solution by an amount that is much smaller
than the uncertainties associated with the fitted parameter values. If the tolerances are too
large, the software may return solution parameters that could differ from the true solution
by amounts greater than that consistent with the uncertainties associated with the data.

When using the default values of the tolerances, the risk of the software failing is reduced
when all the magnitudes of the measured y-values lie (approximately) within the interval
[1072,102]. A scaling of all four columns of measurement data may be applied to achieve
this.

If the data is multiplied by a factor GG prior to processing, then the effect of the scaling on
the results of processing the scaled data may be undone by dividing the x-values obtained
from inverse evaluation and their associated standard uncertainties by G.

For straight-line fitting, the effect of the scaling may be undone by dividing the estimate of
the intercept, its associated standard uncertainty, the covariance associated with the gradient
and the intercept, the estimate of the intercept with the x-axis and its associated standard
uncertainty by G (the estimate of the gradient and its associated standard uncertainty are
unaffected by the scaling).

S Additional guidance on calibration functions

Guidance for determing the best-fit calibration function to a set of measurement data having
a more general uncertainty structure is available, both for the case of general calibration
functions [2] and for straight-line calibration functions [6]].
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